TREE PROTECTION NOTES

1. AROOT PROTECTION ZONE WILL BE ESTABLISHED AROUND EACH TREE OR ANY
VEGETATION TO BE PRESERVED TO MEET THE LANDSCAPE OR TREE
PRESERVATION ORDINANCES. THE ROOT PROTECTION ZONE SHALL BE AN AREA
DEFINED BY THE RADIUS EXTENDING OUTWARD FROM THE TRUNK OF THE TREE
A DISTANCE OF ONE (1) LINEAR FOOT FOR EACH INCH DIAMETER INCH AT BREAST
HEIGHT (4.5 ) OF THE TREE. A 10-INCH DIAMETER TREE WILL HAVE A 10 FOOT
RADIUS ROOT PROTECTION ZONE.

2. NO WORK SHALL BEGIN WHERE TREE PROTECTION FENCING HAS NOT BEEN
COMPLETED AND APPROVED. TREE PROTECTION FENCING SHALL BE INSTALLED,
MAINTAINED AND REPAIRED BY THE CONTRACTOR DURING CONSTRUCTION. THE
FENCING WILL BE A MINIMUM OF 4* HEIGHT.

3. ALL ROOTS LARGER THAN ONE-INCH IN DIAMETER ARE TO BE CUT CLEANLY
AND OAK WOUNDS PAINTED WITHIN 30 MINUTES.

4. EXPOSED ROOTS SHALL BE COVERED AT THE END OF THE WORK DAY USING
TECHNIQUES SUCH AS COVERING WITH SOIL, MULCH OR WET BURLAP.

5. NO EQUIPMENT, VEHICLES OR MATERIALS SHALL BE OPERATED OR STORED
WITHIN THE ROOT PROTECTION ZONE. NO CLEAN-OUT AREAS WILL BE
CONSTRUCTED SO THAT THE MATERIAL WILL BE IN OR MIGRATE TO THE ROOT
PROTECTION ZONE.

6. NO GRADE CHANGE MORE THAN 3” IS ALLOWED WITHIN THE ROOT
PROTECTION ZONE.

7. ROOTS OR BRANCHES IN CONFLICT WITH CONSTRUCTION SHALL BE CUT
CLEANLY ACCORDING TO PROPER PRUNING METHODS. All OAK WOUNDS SHALL
BE PAINTED WITHIN 30 MINUTES TO PREVENT OAK WILT INFECTION.

8. ANY TREE REMOVAL SHALL BE APPROVED BY THE CITY ARBORIST (207-8053).

9. TREES WHICH ARE DAMAGED OR LOST DUE TO THE CONTRACTOR’S
NEGLIGENCE DURING CONSTRUCTION SHALL BE MITIGATED.

10. TREES MUST BE MAINTAINED IN GOOD HEALTH THROUGHOUT THE
CONSTRUCTION PROCESS. MAINTENANCE MAY INCLUDE WATERING THE ROOT
PROTECTION ZONE AND OR WASHING FOLIAGE.\

11. NO WIRES, NAILS OR OTHER MATERIALS MAY BE ATTACHED TO PROTECTED
TREES.



